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BOISE LEGAL 
r invemor. Ariln R. Jones 

TiHa: Reduction of Artifacts In b Scanning 
■DsvEco 



STOP ROTATION OF GEAR TRAIN AND MOTOR 



MOVE SCAN HEAD IN THE DIRECTION THE MEDIA 
MOVES THROUGH THE SCANNER 



BEGIN MOVEMENT OF THE MEDIA FROM A 
STANDSTILL TO THE SUBSTANTIALLY CONSTANT 
SCANNING SPEED 



BEGIN MEASURING VOLTAGES GENERATED BY 
THE CONTACT IMAGE SENSOR 



FIG.5 
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Inventor Artln R. Jonas 
TIU9: Reduction of Artlfacte In s ScamlnQ 
Device 



STOP ROTATION OF GEAR TRAIN AND MOTOR 



MOVE SCAN HEAD FROM AN INITIAL POSITION 
IN A DIRECTION OPPOSITE MOVEMENT OF MEDIA 
THROUGH THE SCANNER FOR A DISTANCE 
SUBSTANTIALLY EQUAL TO THE SUM OF THE 
SCAN HEAD ACCELERATION DISTANCE AND THE 
MEDIA ACCELERATION DISTANCE 



BEGIN MOVEMENT OF SCAN HEAD FROM A 
STANDSTILL TO THE SUBSTANTIALLY CONSTANT 
SPEED OF THE SCAN HEAD 



BEGIN MEASURING THE OUTPUT VOLTAGES 
GENERATED BY THE CONTACT IMAGE SENSOR 



300 



STOP THE SCAN HEAD AFTER TRAVELING THE SUM 
OF THE SCAN HEAD ACCELERATION DISTANCE AND 
THE ACCELERATION AND DECELERATION DISTANCES 
OF THE MEDIA 



MOVE THE SCAN HEAD IN THE DIRECTION OPPOSITE 
MEDIA MOVEMENT THROUGH THE SCANNER BACK TO 
THE INITIAL POSITION 



BEGIN MOVEMENT OF THE MEDIA FROM A STANDSTILL 
TO THE SUBSTANTIALLY CONSTANT SPEED OF THE MEDIA 



AFTER THE MEDIA HAS MOVED THE ACCELERATION 
DISTANCE OF THE MEDIA BEGIN MEASURING THE OUTPUT 
VOLTAGES GENERATED BY THE CONTACT INAGE SENSOR 



FIG.6 



Received From < 208 396 3958 > at 10/27/03 1 1 :20:52 AM [Eastern Standard Time] 



TOTAL P. 11 



